NK-G2402M
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10M/100M/1Gbps RJ45 242 E + 100M/1Gbps SFP 25X

= 10M/100M/1Gbps RJ-45 242 E

= STP, RSTP, MSTP, LACP

NK-G2402M

= 100M/1Gbps SFP 25 %
= IPMC Support(IGMP/MLD)

= ACLs, IP Source Guard, DHCP Snooping = BPDU Guard, STP Root Guard

= HTTPs/SSL(Secured Web), Loop Protection « 2l 7|8 OjL|X|HE

= ZX| 22| A| AR DMS(Device Management System) = DHCP A H{

= Priority Queue Support (8Queue per port) = Syslog, RMON(1,2,3 & 9 Groups)

= Q-in-Q(double tag) VLAN X| &l
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« TEO|Z T, SNMP(v1, v2¢, v3)

|[EEE 802.3/3u/3ab/3z 10M/100M/1G/Gigabit Fiber
IEEE 802.1d/w/s (STP, RSTP, MSTP)

IEEE 802.1g (VLAN), IEEE 802.3ad (LACP)

IEEE 802.1X (RADIUS 2I5)

10M/100M/1Gbps 242 E

100M/1Gbps SFP 2%

52Gbps

38.688Mpps

8K MAC Address table

9216 Bytes

2H2E 0°C to 50°C / B2 % -20°C to 70°C
10 to 90% RH

100 ~ 240 VAC, 50 ~ 60 Hz,

44 x 280 x 166, (H) x (W) x (D) mm

< 2.5 Kg

Desktop, Wall
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