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MIRAESIGNALS

SPECIFICATION
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100M/1G SFP ZE 20
GbE RJ45/SFP Combo ZE 4
1G/10G SFP+ ZE 4
Console 2E DB9
HW 45

Switching Bandwidth 128Gbps
Forwarding d& 95.232Mpps
MAC Address 32K

Jumbo Frames

10056 Bytes
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g = 5~ 90% RH
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5~90% RH

Mechanical Specification

37| (H) x (W) x (D) mm

44 x 442 x 211

EA <3.1 Kg

Power Source

AC Input 100V~240V

DC Input 24V ~ 48V

Dual Input IR

o= KC

- EN61000-4-5 (RJ45 Port, Surge 6KV)
Contact Us

AIe HEA 2EYT HRE 744
E2YHIALIE CS 4052

M3} 031-708-4017

Fax : 031-708-4018

0|0 &: sales@miraesignal.com

COPYRIGHT ©2017 MIRAESIGNAL
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SPECIFICATION

NK-G4024CMK |

L2 Switching

Spanning Tree

IEEE802.1D (STP), IEEES02.1W (RSTP) ,
IEEE802.1S (MSTP)

VLAN

802.1Q VLAN, Port-Based, VLAN Entries 4K,
Private VLAN, Voice VLAN, Guest VLAN
Q-in-Q, 802.1v Protocol VLAN,
MAC-Based VLAN,
IP Subnet-Based VLAN

IEEE 802.3ad LACP

Dynamic Trunk, Static Trunk

GARP/GVRP, IGMP Snooping,

MLD Snooping, Multicast VLAN NE
Registration (MVR), GARP/GVRP

L3

Static Route Xl &
DHCP Server X &l

QoS

Class of Service

Port Based, 802.1p, DSCP, TCP/UDP Port

Rate Limiting

Ingress, Egress

Priority Queue Scheduling

WRR, Strict Priority

Hardware Queues 8
Security
ACLs L2/L3/L4, IPv6 Support

Port Security (MAC-based),

IP Source Guard, Storm Control,

RADIUS Authentication 802.1x,

TACACS+ Authentication,

HTTPs and SSL (Secured Web), BPDU Guard,
STP Root Guard, DHCP Snooping,

Loop Protection

Management

DHCP

Client, Relay, Option 66/67/82

Event / Error log

Syslog SMTP (RFC821)
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MIRAESIGNAL% NK-G4024CMK

SPECIFICATION

Management

Management Access Filtering SNMP, Web, Telnet, SSH

SNMP (v1, v2c, v3), Software Upgrade,
Port Mirroring, LLDP (IEEE802.1AB),
LLDP-MED (IEEE802.1AB), CDP Aware,

NES
IPv6 Management, sFlow, NTP =
RMON ( 1,2,3 & 9 Groups),
Configuration Export/Import
Device Management System
Device Management Topology View, Floor View, Map View,

Dashboard, Traffic Monitoring, Cable Diagnostics

AC 100V to 240V

Power Input 100/1000 SFP Ports Console Port
100/1000 RJ45/SFP
System Status LEDs Combo Ports

DC 48V Power Input

Port Status LEDs 1G/10G SFP+ Ports
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